
 

REINFORCED PVC HOSE – CODE 500 
 

 

 

 

 

Description: A soft, flexible PVC hose with polyester yarn 
reinforcement. Resistant to weather conditions.  

Temperature: -5°C +60°C  

Application: Delivery of cooling liquids, chemical solutions, 
in the food and canning industry, compressed air.  

Advantages: Lightweight and very flexible. Resistant to 
weather conditions. 

 
Food Quality colours available: 

Black - 6mm to 25mm. Code 501 

Red - 10mm & 13mm. Code 502 

Blue - 10mm & 13mm. Code 503 

 

I.D.  
mm. 

O.D. 
mm. 

Working Pressure Coil 
Length 

mtr.
20°C 
bar

40°C 
bar 

60°C 
bar 

6 12 20 16 12 30/100

8 14 18 13 9 30/100

10 16 18 13 9 30/100

13 19 12 9 6 30/50

16 22 10 7 4 30/50

19 26 10 7 4 30/50

25 33 8 5 3 30/50

32 42 8 4 2 30/50

38 48 8 4 2 30/50

50 62 8 4 2 30/25

**All data refers to performance at 18°C. Any increase of temperature, above or below, will affect the performance data. 
We reserve the right to change all technical data without prior notice. 
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NYLON TUBING (IMPERIAL) – CODE 720 
 

 

 

 

 

 

 

 

 

 

 

 

 

Description: Flexible and lightweight Natural (opaque) and 
coloured medium/high pressure tube.  

Temperature Range: -35°C +70°C  

Applications: Pneumatic and hydraulic controls and 
systems, automotive air break lubricant and fuel tubing, C02 
and air tubing.  

For material conveyancing in Industrial and food 
applications (semi-rigid).  

A range of air coils available on request. 
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**All data refers to performance at 18°C. Any increase of temperature, above or below, will affect the performance data. 
We reserve the right to change all technical data without prior notice. 

 

NYLON TUBING (IMPERIAL) – 
CODE 720 

IMPERIAL SIZES 
I.D.  

inches
O.D. 

inches

Flexible Semi Rigid 
Working
pressure

Bursting 
Pressure 

Working 
Pressure 

Bursting
Pressure 

.062 1/8 65 259 103 414 

.075 1/8 42 170 67 271 

.095 1/8 20 80 32 128 

.096 5/32 41 163 65 260 

.107 3/16 49 195 78 312 

.117 3/16 38 154 61 245 

.137 3/16 23 94 37 150 

.150 1/4 42 170 67 271 

.170 1/4 30 120 47 191 

.190 1/4 20 80 32 128 

.182 5/16 46 186 74 297 

.212 5/16 30 121 48 193 

.242 5/16 19 74 29 118 

.225 3/8 43 173 69 276 

.250 3/8 32 127 50 203 

.265 3/8 26 106 42 169 

.295 3/8 17 69 26 107 

.340 1/2 30 120 49 195 

.375 1/2 21 85 33 135 

.470 5/8 21 85 34 137 

.500 5/8 16 64 25 101 

.594 3/4 17 67 26 107 

.813 1 15 59 23 93 

  

  

  

  

 

 

 

 

 

 

 

 

 

 

All coil lengths 30 metre.  



 

 

NYLON TUBING (METRIC) – CODE 730 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Description: Flexible and lightweight natural (opaque) and 
coloured medium/high pressure tube.  

Temperature Range: -35°C +70°C  

Applications: Pneumatic and hydraulic controls and 
systems, automotive air break lubricant and fuel tubing, C02 
and air tubing.  

For material conveyancing in industrial and food 
applications (semi-rigid).  

A range of air coils available on request. 
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NYLON TUBING (METRIC) – CODE 730 

  

All coil lengths 30 metre.  

METRIC SIZES 

I.D. 
mm 

O.D.
mm 

Flexible Semi Rigid

Working 
Pressure

Bursting 
Pressure 

Working  
Pressure 

Bursting
Pressure

2 4 65 259 104 414

2.5 4 38 152 61 244

3 5 42 169 67 272

3 6 65 259 104 414

3.3 5 32 131 52 210

4 6 31 127 50 203

4.5 6 22 86 35 138

5 8 39 155 62 249

5.5 8 28 115 46 185

6 8 21 84 33 135

6 9 32 130 52 207

7 10 27 109 43 174

7.5 10 21 84 33 135

8 10 15 63 25 101

8 11 24 97 39 155

8.5 12 26 104 41 167

9 12 21 84 33 135

9.5 12 16 67 26 107

10 12 12 50 20 81

10 13 19 78 31 124

11 14 18 71 28 113

12 15 16 65 26 104

12 16 21 84 33 135

13 16 15 60 24 96

14 18 18 75 30 118

16 20 16 65 26 104

17 22 18 74 29 119

20 25 15 63 25 101

22 28 18 71 28 113

 

**All data refers to performance at 18°C. Any increase of temperature, above or below, will affect the performance data. 
We reserve the right to change all technical data without prior notice. 

 



 

 

SOLEIL PREMIER (NON-TOXIC) – CODE 590 
 

 

  

 

Description: Extremely soft.  
Lined in black PVC.  
Outer surface in top-quality yellow PVC.  
Knitted textile reinforcement. 
Perfectly circular cross section.  

Temperature: -5°C +60°C.  

Application: Gardening, irrigation, construction industry - 
building and marine.  

Advantages: Good resistance to abrasion and sudden 
temperature changes.  
Excellent weather resistance. 
High visibility even in very low light conditions.  
Operating pressure higher than ordinary garden hoses. 

I.D.
mm.

O.D.
mm.

Weight
gr./mtr.

Working 
Pressure 

bar 

Bursting 
Pressure 

bar 

Coil 
Length 

mtr.

13 18 170 10 30 25/50/100

16 22 235 10 30 25/50/100

19 25 310 8 24 25/50/100

25 32 410 8 24 25/50/100

 

**All data refers to performance at 18°C. Any increase of temperature, above or below, will affect the performance data. 
We reserve the right to change all technical data without prior notice. 
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LUISIANA (NON-TOXIC) – CODE 100 
 

 

 

 

 

 

 

 

 

 

 

 

Description: A white spiral helix embedded in a translucent yellow 
non-toxic flexible PVC.  

Temperature Range: -5°C +60°C  

Applications: A multi-purpose hose for the food and beverage 
industry.  
It is suitable for the transfer of liquids, alcohol, beer and wines up 
to 28% by volume.  
Other liquids - water, milk, mineral water and dilute chemicals.  

Advantages: Lightweight, flexible, non-toxic, transparent, smooth 
inside bore. 
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**All data refers to performance at 18°C. Any increase of temperature, above or below, will affect the performance data. 
We reserve the right to change all technical data without prior notice. 

 

LUISIANA (NON-TOXIC) – 
CODE 100 

I.D.
mm. 

Wall 
Thickness

mm.

Weight
gr./mtr.

Bending
Radius

mm.

Vacuum 
m.H20

Working 
Pressure 

bar  

Bursting 
Pressure 

bar 

Coil
Length

mtr. 

20 3.1 275 75 7 8 24 30

25 3.3 330 120 7 8 24 30

30 3.5 420 140 7 7 21 50

32 3.6 460 150 7 7 21 30

35 3.4 500 160 7 6.5 19.5 50

38 3.7 550 170 7 6 18 30

40 3.8 610 180 7 6 18 50

45 3.7 670 200 7 5.5 16.5 30

50 4.1 810 220 7 5 15 30

60 4.2 970 270 7 5 15 50

63 3.9 1040 290 7 5 15 30

70 4.2 1200 320 7 4.5 13.5 50

75 5.2 1380 350 7 4 12 30

80 5.3 1560 360 7 4 12 25

90 5.1 1850 430 7 4 12 25

100 6.3 2200 480 7 4 12 25

102 6.3 2160 480 7 4 12 25

110 5.7 2500 530 5 4 12 25

120 5.6 2850 680 5 3.5 10.5 25

125 5.8 3130 730 5 3 9 25

150 6.4 4250 810 5 3 9 25

200 9.1 6400 900 5 2 6 10


